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Part no.: POSITAL OCD – Ethernet



	
    
    Key Features

    • Up to 16 bit resolution

	• EtherNet/IP, ProfiNET, EtherCAT and MODBUS TCP/IP options

     • Many flange/shaft options for easy installation

	• Dianostic LEDs for easy setup

    

   
    

    


	

POSITAL encoders support a number of common industrial ethernet protocols, including EtherNet/IP ( Rockwell Automation) , PROFINET (Siemens) , EtherCat (Beckhoff), MODBUS TCP/IP and Powerlink. Please contact Everight directly for the most up-to-date product offerings and manuals. For 2D/3D drawings of specific encoders please contact Everight Position.  
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		ACS – CANbus 

			Single or dual axis
	360° (single), +/- 80° (dual)
	CANopen, SAE J1939 interface
	Available bus-in, bus-out for CAN networking
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		POSITAL ACS – ATEX A low cost ATEX certified option for single and dual axis sensing in hazardous locations.

			Single or dual axis
	Zone 1/21 Mining or Oil and Gas
	Analog, Serial, CANopen & J1939 interfaces
	Aluminum and Stainless Steel Housing Options
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		POSITAL 22mm Kit Encoder 

			17bit SSI or BiSS-C output
	Mounting options to make easy replacement of common optical encoders
	Compact, economical
	Battery-free multiturn
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		POSITAL UCD – Ethernet 

			Up to 16 bit resolution
	Support for bus-in/bus-out daisy chaining
	Optional stainless steel housings
	Dianostic LEDs for easy setup
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		SSI Hardware 

		SSI hardware is fairly simple. Just use any RS-422 transceiver to generate the differential signals from/to the microcontroller port pins. Keep reading to learn about the different implementations of SSI hardware.

	

       
    
    
 
		[image: ]

        
		

		NASA- Robonaut 2 

		Robonaut 2 (R2) is a state-of-the-art, highly dexterous anthropomorphic robot. The robot is designed to work with humans and has the ability to use the same workspace and tools.

The robot joints incorporate dual encoders for position and torque feedback while performing in a dynamic application, vibration, shocks, and wide temperature range.
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		Why Holistic Encoders are More Accurate 

		All absolute rotary encoders have a rotor which is attached to the rotating shaft and a stator which is attached to the housing holding the shaft. The interaction of these two components produces a measure of the shafts rotational angle. The most important parameters of absolute rotary sensors are resolution, accuracy and tolerance to misalignment of the rotational axes.
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		SSI Encoder 

		Synchronous Serial Interface (SSI) is a widely used serial interface standard for industrial applications between a master (i.g. controller) and a slave (i.g. sensor).
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Complete Posital Product Line

Click Here

Everight Position is dedicated to helping customers find the best solution for their positioning needs.™

©2020, Everight Position  |  Terms & Conditions



          
          
        

      

      
        
        
Speak directly to one of our experts! We’d love to hear all about your project and determine how Everight can help.
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